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AIR PREPARATION
EQUIPMENT

TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

Eco Hi-Tec
Series
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CONSTRUCTION MATERIALS

MODULE OPTIONS

Main body  Grivory  GV – 6H /  Die Cast Aluminium
Knob  Acetal ( POM)
Bowl  Polycarbonate  & Metal available
Facia panels  ABS Polymer
Filter Element 5 µm standard element:  Polymerised Cellulose 
 0,3 µm �ne �lter element:  Paper / AIuminium 
 0,01 µm micro �lter element:  Borsilicate / AIuminium
 Active carbon �lter:  Active carbon
Seals  NBR
Springs  Galvanized steel & stainless steel
Diaphragm  Brass – NBR – PA6
Valve internals  Ms / NBR / brass

This patented system’s modular design allows absolute flexibility. All the modules can simply be 
added to the assembly during or after installation with ease. The range has been designed to 
minimise metal components and utilise Grivory Polymer GV-6H, a synthetic low weight material with 
improved design and shaping options. Grivory Polymer GV-6H contains 60% glass fibre, resulting in 
impressive strength figures, rigidity and surface quality.

 Automatic drains are available in all sizes, 0, 1, 2 and 4

 Metal bowls fitted with a sight glass are available for all filter and lubricator sizes

 Activated Carbon filters available on request

Features

Integrated
Pressure Gauge

Precision
Regulators

Digital Flow
Meters

Oil Removal
Filters

Shut O�
Valves

Soft Start
Valves

Automatic
Drains

Fixing
Accessories

solenoid
Shut O� Vavles

Di�erential
Pressure Gauges
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TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

AIR PREPARATION
EQUIPMENT

Filters

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

1000 l/min 2000 l/min 2000 l/min 3500 l/min 3500 l/min 9000 l/min 9000 l/min

KFIL-014 KFIL-114 KFIL-138 KFIL-238 KFIL-212 KFIL-434 KFIL-41

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

Description  Centrifugal force principle with sintered filter

Medium Compressed air, natural gasses

Fluid Temperature Max . 50°C

Ambient temperature Max . 50°C

Supply pressure 0 - 12 bar manual drain 

 1.5 - 12 bar semi & fully automatic drain

Filter element 5µm standard

Bowl volume 16 cm³

Drain model Semi-automatic standard

Mounting position Vertical

Mounting type Mounting bracket, wall mounting

Weight 0.095Kg

TECHNICAL DATA

PART NUMBER

Part Number

Series

Port Size

MODULE SIZES
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A B C D E F G H

0 105 27 G1/4 43 2 50 48 132

1 130 34 G1/4,G3/8 53 2 62 54 164

2 147 42.5 G3/8,G1/2 63 85 67 189.5

4 192 58 G3/4,G1 85 7 51 93.3 250

A

B

C

D

E

F

G

H

Size 0  KFIL.014 Size 1  KFIL.114/138

Size 2  KFIL.238/212 Size 4  KFIL.434/41

TecnAirTecnAircnA ®TecnAirTecnAircnA ®

DIMENSIONAL INFORMATION

FLOW CHARACTERISTICS
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TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

AIR PREPARATION
EQUIPMENT

Coalescing 
Filters

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

Description  Centrifugal force principle with sintered filter

Medium Compressed air, natural gasses

Fluid Temperature Max . 50°C

Ambient temperature Max . 50°C

Supply pressure 0 - 12 bar manual drain 

 1.5 - 12 bar semi & fully automatic drain

Filter element 0.3µm standard

Partical seperation 99.999%

Bowl volume 12 cm³

Drain model Semi-automatic standard

Mounting position Vertical

Mounting types Mounting bracket, wall mounting

Weight 0.103Kg

TECHNICAL DATA

PART NUMBER

Part Number

Series

Port Size

MODULE SIZES

KPFI-014 KPFI-114 KPFI-138 KPFI-238 KPFI-212 KPFI-434 KPFI-41

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

450 l/min 500 l/min 500 l/min 750 l/min 750 l/min 2000 l/min 2000 l/min
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TecnAirTecnAircnA ®TecnAirTecnAircnA ®

DIMENSIONAL INFORMATION

FLOW CHARACTERISTICS

A B C D E F G H I J

0 132 50 G1/4 43 2 48 27 105

1 169.5 62 G1/4,G3/8 52 5 3 54 39.5 130 188.5

2 195 75 G3/8,G1/2 63 5 63 47.8 147.2 213.8

4 255 G3/4,G1 85 5 93.3 63 192 274

A

B C

D

E

F

G

H

I

Size 0  KPFI.014 Size 1  KPFI.114/138

Size 2  KPFI.238/212 Size 4  KPFI.434/41
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TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

AIR PREPARATION
EQUIPMENT

Regulators

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

Description  Diaphragm operated pressure regulator (relieving)

Medium Compressed air, natural gasses

Fluid Temperature Max . 50°C

Ambient temperature Max . 50°C

Supply pressure 0 - 12 bar (max)

Adjustment pressures 0.5 - 8 bar (standard)

 0.2 - 4 bar (optional)

 0.5 - 10 bar (optional)

Mounting position Arbitary

Mounting types Panel mounting, wall mounting brackets

Weight 0.102Kg

TECHNICAL DATA

PART NUMBER

Part Number

Series

Port Size

MODULE SIZES

KREG-014 KREG-114 KREG-138 KREG-238 KREG-212 KREG-434 KREG-41

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

PRESSURE LOCKING OPTIONS

• Setting knob can be locked by pressing downwards

• Regulator head lockable
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DIMENSIONAL INFORMATION

TecnAirTecnAircnA ®TecnAirTecnAircnA ®

FLOW CHARACTERISTICS

PRESSURE CHARACTERISTICS

A

B

C

D

E

F

G

H

I

A B C D E F G H I

0 88 25 63 G1/4 43 2 48 M30x1.5 11

1 128.5 33 95.5 G1/4,G3/8 52 54 M36x1.5 37

2 149.5 39.5 110 G3/8,G1/2 63 67 M42x1.5 37

4 191 54 137 G3/4,G1 85 93.3 M50x1.5 40

Size 0 Size 1 Size 2 Size 4

Size 0 Size 1 Size 2 Size 4
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TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

AIR PREPARATION
EQUIPMENT

Precision
Regulators

Description  Diaphragm operated precision pressure regulator (relieving)

Medium Compressed air, natural gasses

Fluid Temperature Max . 50°C

Ambient temperature Max . 50°C

Supply pressure 0 - 16 bar (max)

Adjustment pressures 0.5 - 8 bar (standard), 0.1 - 1 bar (optional), 0.1 - 2 bar (optional),

 0.2 - 4 bar (optional), 0.5 - 10 bar (optional), 0.5 - 16 bar (optional)

Air bleed consumption 2.6 l/min at 6 bar

Mounting position Arbitary

Mounting types Panel mounting, wall mounting brackets

Weight 0.292Kg

TECHNICAL DATA

MODULE SIZES

Size 1 Size 1

G1/4 G3/8

CODIFICATION KEY

1 Series 2 Port Size 3 Operating Pressure Range

K P R B

1

1- 1 4

2

1-

3

KPRB  = Precision
    Regulator

114 = Size 1, G1/4
138 = Size 1, G3/8

1  = 0.1 - 1 bar
2  = 0.1 - 2 bar
4 = 0.2 - 4 bar

8 = 0.5 - 8 bar
10 = 0.5 - 10 bar
16 = 0.5 - 16 bar
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PRESSURE CHARACTERISTICS

PRESSURE LOCKING OPTIONS

• Setting knob can be locked by pressing downwards

• Regulator head lockable

DIMENSIONAL INFORMATION

FLOW CHARACTERISTICS

SET POINT

13
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TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

AIR PREPARATION
EQUIPMENT

Filter
Regulators

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

Description   Combined filter & relieving pressure regulator

Medium  Compressed air, natural gasses

Fluid Temperature (max) 50°C

Ambient temperature  (max) 50°C

Filter element  5µm standard

Drain model  Semi-automatic standard

Mounting position  Vertical

Mounting types  Panel mounting, wall mounting brackets

Supply pressure (max) Size 0 12 bar

 Size 1, 2, 4 16 bar

Supply pressure (min)  0.5 bar (semi automatic & fully automatic drain)

Adjustment pressures  (standard) Size 0, 1, 2 & 4  0.5 - 8 bar 

 (optional) Size 0 0.2 - 4 bar, 0.5 -10 bar

 (optional) Size 1, 2, 4 0.1-1 bar, 0.1-2 bar, 0.2-4 bar, 0.5-10 bar, 0.5-16 bar

Bowl volume  Size 0 = 16cm³, Size 1 = 28cm³, Size 2 = 49cm³, Size 4 = 87cm³

Weight  Size 0 = 0.165Kg, Size 1 = 0.360Kg, Size 2 = 0.680Kg, Size 4 = 0.990Kg

TECHNICAL DATA

PART NUMBER

Part No.

Series

Port Size

MODULE SIZES

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

KFRG-014 KFRG-114 KFRG-138 KFRG-238 KFRG-212 KFRG-434 KFRG-41

PRESSURE LOCKING OPTIONS
• Setting knob can be locked by pressing downwards • Regulator head lockable
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TecnAirTecnAircnA ®TecnAirTecnAircnA ®

DIMENSIONAL INFORMATION

FLOW CHARACTERISTICS

PRESSURE CHARACTERISTICS

A
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G

HJ I

A B C D E F G H I J

0 168 105 63 G1/4 43 2 50 48 11 M30x1.5

1 225 129.5 95.5 G1/4,G3/8 52 3 62 54 37 M36x1.5

2 257 147 110 G3/8,G1/2 63 67 37 M42x1.5

4 329 192 137 G3/4,G1 85 7 102 93.3 40 50
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TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

AIR PREPARATION
EQUIPMENT

Lubricators

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

Description   Micro mist lubricator

Medium  Compressed air, natural gasses

Fluid Temperature (max)  50°C

Ambient temperature  (max)  50°C

Mounting position  Vertical

Mounting types  Panel mounting, wall mounting brackets

Supply pressure (max) Size 0 12 bar

 Size 1, 2, 4 16 bar

Supply pressure (min)  0.5 bar (semi automatic & fully automatic drain)

Oil metering (Qv = 1000l/m)  Size 0 10 - 20 drops/min 

 Size 1, 2, 4 1 - 2 drops/min

Oil Type  CL 32, DIN 51517 – ISO VG 32

Bowl volume  Size 0 = 35cm³, Size 1 = 40cm³, Size 2 = max, Size 4 = max

Weight  Size 0 = 0,102Kg, Size 1 = 0,230Kg, Size 2 = 0,285Kg, Size 4 = 0,762Kg

TECHNICAL DATA

PART NUMBER

Part No.

Series

Port Size

MODULE SIZES

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

KLUB-014 KLUB-114 KLUB-138 KLUB-238 KLUB-212 KLUB-434 KLUB-41

LUBRICATOR FILL INFORMATION

• Size 1,2 & 4 can be filled with oil during operation (not applicable to size 0)
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A

B

C
D

E

F

G

H

A B C D E F G H

0 156 98 58 G1/4 43 2 25 48

1 185.2 123 62.2 G1/4,G3/8 52 3 31 54

2 207.3 137.6 69.7 G3/8,G1/2 63 5 37.5 67

4 270.7 182.8 87.9 G3/4,G1 85 93.3

TecnAirTecnAircnA ®TecnAirTecnAircnA ®

DIMENSIONAL INFORMATION

FLOW CHARACTERISTICS

LUBRICATOR OPERATING LIMIT
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TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

AIR PREPARATION
EQUIPMENT

FILTER / REGULATOR
& LUBRICATOR

Combination
Units

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

TECHNICAL DATA

PART NUMBER

Part Number

Series

Port Size

MODULE SIZES

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

KS2U-014 KS2U-114 KS2U-138 KS2U-238 KS2U-212 KS2U-434 KS2U-41

Description   Sintered filter centrifugal principle Diaphragm type pressure regulator with

  secondary exhaust Lubricator with automatic oil filling

Medium  Compressed air, natural gasses

Fluid Temperature (max)  50°C

Ambient temperature  (max) 50°C

Filter element  5µm standard

Drain model  Semi-automatic standard

Mounting position  Vertical

Mounting types  Panel mounting, wall mounting brackets

Supply pressure (max) Size 0 12 bar

 Size 1, 2, 4 16 bar

Supply pressure (min)  0.5 bar (semi automatic & fully automatic drain)

Adjustment pressures  (standard) Size 0, 1, 2 & 4  0.5 - 8 bar 

 (optional) Size 0 0.2 - 4 bar, 0.5 -10 bar

 (optional) Size 1, 2, 4 0.1-1 bar, 0.1-2 bar, 0.2-4 bar, 0.5-10 bar, 0.5-16 bar

Oil metering (Qv = 1000l/m)  Size 0 10 - 20 drops/min 

 Size 1, 2, 4 1 - 2 drops/min

Oil Type  CL 32, DIN 51517 – ISO VG 32

Bowl volume Filter Size 0 = 16cm³, Size 1 = 28cm³, Size 2 = 49cm³, Size 4 = 87cm³

 Lubricator Size 0 = 35cm³, Size 1 = 40cm³, Size 2 = max, Size 4 = max

Weight  Size 0 = 0.319Kg, Size 1 = 0.633Kg, Size 2 = 1.010Kg, Size 4 = 1.827Kg
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TecnAirTecnAircnA ®TecnAirTecnAircnA ®

FLOW CHARACTERISTICS

Size 0 Size 1 Size 2 Size 4 

DIMENSIONAL INFORMATION
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A B C D E F G

0 168 106 63 50 2 G1/4 86

1 225 129.5 95.5 62 3 G1/4,G3/8 104

2 257 147 110 G3/8,G1/2 126

4 329 192 137 G3/4,G1 170

H I J K L M N O

M30x1.5 5.6 5.4 7.3 49.3 49.3 48 48

M36x1.5 5.6 5.4 7.3 49 49 49.4 54

M42x1.5 8 6.4 8 54 54 72 67

50 10 8.5 10 72.5 72.5 87 93.3
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TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

AIR PREPARATION
EQUIPMENT

FILTER / REGULATOR
& LUBRICATOR

Combination
Units

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

TECHNICAL DATA

PART NUMBER

Part Number

Series

Port Size

MODULE SIZES

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

Description   Sintered filter centrifugal principle Diaphragm type pressure regulator with

  secondary exhaust Lubricator with automatic oil filling

Medium  Compressed air, natural gasses

Fluid Temperature (max)  50°C

Ambient temperature  (max)  50°C

Filter element  5µm standard

Drain model  Semi-automatic standard

Mounting position  Vertical

Mounting types  Panel mounting, wall mounting brackets

Supply pressure (max) Size 0 12 bar

 Size 1, 2, 4 16 bar

Supply pressure (min)  1.5 bar (semi automatic & fully automatic drain)

Adjustment pressures  (standard) Size 0, 1, 2 & 4  0.5 - 8 bar 

 (optional) Size 0 0.2 - 4 bar, 0.5 -10 bar

 (optional) Size 1, 2, 4 0.1-1 bar, 0.1-2 bar, 0.2-4 bar, 0.5-10 bar, 0.5-16 bar

Oil metering (Qv = 1000l/m)  Size 0 10 - 20 drops/min 

 Size 1, 2, 4 1 - 2 drops/min

Oil Type  CL 32, DIN 51517 – ISO VG 32

Bowl volume Filter Size 0 = 16cm³, Size 1 = 28cm³, Size 2 = 49cm³, Size 4 = 87cm³

 Lubricator Size 0 = 35cm³, Size 1 = 40cm³, Size 2 = max, Size 4 = max

Weight  Size 0 = 0.390Kg, Size 1 = 0.825Kg, Size 2 = 1.350Kg, Size 4 = 2.678Kg

KS3U-014 KS3U-114 KS3U-138 KS3U-238 KS3U-212 KS3U-434 KS3U-41
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TecnAirTecnAircnA ®TecnAirTecnAircnA ®

A B

C

D

E

F

G

H

J
I

K

L

M

N

O

A B C D E F G

0 168 105 63 50 2 G1/4 129

1 225 129.5 95.5 62 3 G1/4,G1/2 156

2 257 147 110 G3/8,G1/2 189

4 329 192 137 G3/4,G1 255

H I J K L M N O

43 5.6 5.4 7.3 49.3 49.3 48 48

52 5.6 5.4 7.3 49 49 49.4 49.4

63 8 6.4 8 54 54 72 67

85 10 8.5 10 72.5 72.5 87 93.3

DIMENSIONAL INFORMATION

FLOW CHARACTERISTICS
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LOCKING OPTIONS

• Lockable with padlock
• Knob with switch position display

TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

AIR PREPARATION
EQUIPMENT

TECHNICAL DATA

PART NUMBER

MODULE SIZES

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

Part Number

Series

Port Size

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

KBAV-014 KBAV-114 KBAV-138 KBAV-238 KBAV-212 KBAV-434 KBAV-41

Description   Manually operated isolation valve 3/2

Medium  Compressed air, natural gasses

Fluid Temperature (max)  50°C

Ambient temperature  (max)  50°C

Safety lock option  lockable with padlock shackle 8mm Ø (Sizes 2 & 4 only)

Mounting position  Arbitary

Supply pressure (max)  Size 0 = 12 bar, Size 1,2 & 4 = 16 bar

Mounting type Mounting bracket, wall mounting

Weight  Size 0 = 0.080Kg, Size 1 = 0.200Kg, Size 2 = 0.385Kg, Size 4 = 0.825Kg
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DIMENSIONAL INFORMATION

TecnAirTecnAircnA ®TecnAirTecnAircnA ®

FLOW CHARACTERISTICS

A B C D E F G H

0 76 52 50 24 G1/4 43 48 G1/4

1 87.3 63.8 62 24 G1/4,G3/8 52 54 G1/4

2 127 94 75 33 G3/8,G1/2 63 67 G1/2

4 144.7 102 109 42.7 G3/4,G1 85 93.3 G3/4

A B C E

G

H

Size 0 Size 1

Size 2 Size 4
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TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

AIR PREPARATION
EQUIPMENT

Solenoid
Isolation
Valves

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

TECHNICAL DATA

PART NUMBER

Part Number

Series

Port Size

MODULE SIZES

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

Description   3/2 poppet valve

Medium  Compressed air, natural gasses

Fluid Temperature (max)  50°C

Ambient temperature  (max)  50°C

Filter element  5µm standard

Mounting position  Arbitary

Supply pressure (max)  2 bar

Supply pressure (min)  10 bar

Voltage  24V = 110/115V50Hz, 230V = 50Hz

Relative switch on duration  100%

Power  1-2.5W  with DC 3 VA  with AC 50Hz

Nominal flow rate  Size 0, 1 = 2000l/m, Size 2 = 4500l/m, Size 4 = 12,500l/m

Operating  Electric and pneumatic

Protection class  IP 65  according to DIN40050

KSOV-014 KSOV-114 KSOV-138 KSOV-238 KSOV-212 KSOV-434 KSOV-41
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FLOW CHARACTERISTICS

TecnAirTecnAircnA ®TecnAirTecnAircnA ®

A B C

D

E

F

G

H

I

A B C D E F G H I

0 129.7 104 37 43 G1/4 97 G1/8 48

1 117 92 67 33 52 G1/4,G3/8 85 G1/8 54

2 150 124.5 101 56.5 63 G3/8,G1/2 118 G1/8 67

4 213 187.5 164.5 102 85 G3/4,G1 180.5 G1/8 93.3

2
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2500 5000 7500 100000 12500
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DIMENSIONAL INFORMATION

Size 0 Size 1 Size 2 Size 4
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TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

AIR PREPARATION
EQUIPMENT

Soft Start
Valves

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

TECHNICAL DATA

PART NUMBER

CIRCUIT SYMBOL

Part No.

Series

Port Size

MODULE SIZES

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

Description   poppet valve operated by secondary pressure

Medium  Compressed air, natural gasses

Fluid Temperature (max)  50°C

Ambient temperature  (max)  50°C

Filter element  5µm standard

Mounting position  Arbitary

Supply pressure (max)  2.5 bar

Supply pressure (min)  Size 0 = 12 bar, Size 1,2 & 4 = 16 bar

Relative switch on duration  100%

Nominal flow rate  Size 0, 1 = 2000l/m, Size 2 & 4 = 4500l/m

Operating  Electric and pneumatic

Protection class  IP 65  according to DIN40050

Mounting type Mounting bracket, wall mounting

Weight  Size 0 = 0.135Kg, Size 1 = 0.180Kg, Size 2 = 0.235Kg, Size 4 = 0.275Kg

KSSV-014 KSSV-114 KSSV-138 KSSV-238 KSSV-212 KSSV-434 KSSV-41

26

A
i

cn
Te

r
cn

A
®



A B C D

E

F G

TecnAirTecnAircnA ®TecnAirTecnAircnA ®

FLOW CHARACTERISTICS

A B C D E F G

0 81 70 67 G1/4 11 43 48

1 78 66.8 65 G1/4,G3/8 11 52 54

2 111.5 98 80 G3/8,G1/2 11 63 67

4 112.2 105 102 G3/4,G1 7 85 93.3

Size 0 Size 1

Size 2 Size 4

2
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DIMENSIONAL INFORMATION
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TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

AIR PREPARATION
EQUIPMENT

Non Return
Valves

Size 0 Size 1 Size 1 Size 2 Size 2

G1/4 G1/4 G3/8 G3/8 G1/2

TECHNICAL DATA

PART NUMBER

Part Number

Series

Port Size

MODULE SIZES

Size 0 Size 1 Size 1 Size 2 Size 2

G1/4 G1/4 G3/8 G3/8 G1/2

Description   Poppet valve

Medium  Compressed air, natural gasses

Fluid Temperature (max)  50°C

Ambient temperature  (max)  50°C

Supply pressure (max)  Size 0 = 12 bar, Size 1 & 2 = 16 bar

Relative switch on duration  100%

Nominal flow rate  Size 0 = 800l/m, Size 1 = 1250l/m, Size 2 = 4500l/m

Flow back  (1>2.4)    Size 0 = n/a, Size 1 = n/a, Size 2 = 1150l/m

Flow top  (1>2.3)   Size 0 = n/a, Size 1 = n/a, Size 2 = 1150l/m

Flow front  (1>2.2)    Size 0 = n/a, Size 1 = n/a, Size 2 = 1150l/m

Flow below (1>2.1)     Size 0 = 1000l/m, Size 1 = 700l/m, Size 2 = 800l/m

Mounting type Mounting bracket, wall mounting

Weight  Size 0 = 0.106Kg, Size 1 = 0.250Kg, Size 2 = 0.472Kg

KREV-014 KREV-114 KREV-138 KREV-238 KREV-212
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TecnAirTecnAircnA ®TecnAirTecnAircnA ®

FLOW CHARACTERISTICS

Size 0 Size 1 Size 2
Nominal Flow Rate (1 > 2)

Nominal Flow Rate (1 > 2.1)

A B

C

D

E

F

G

H H

I

A B C D

0 66 G1/4 43 25

1 66.8 G1/4,G3/8 52 33.5

2 80.5 G3/8,G1/2 63 43

E F G H I

41 48 N/A N/A G1/4

33.5 54 N/A N/A N/A

37.5 67 G1/4 G3/8 G1/2

DIMENSIONAL INFORMATION
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TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

AIR PREPARATION
EQUIPMENT

Distribution
Blocks

TECHNICAL DATA

PART NUMBER

MODULE SIZES

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

Part Number

Series

Port Size

Size 0 Size 1 Size 1 Size 2 Size 2 Size 4 Size 4

G1/4 G1/4 G3/8 G3/8 G1/2 G3/4 G1

KDIS-014 KDIS-114 KDIS-138 KDIS-238 KDIS-212 KDIS-434 KDIS-41

Description   Distribution Block

Medium  Compressed air, natural gasses

Fluid Temperature (max)  50°C

Ambient temperature  (max)  50°C

Supply pressure (max)  Size 0 = 12 bar, Size 1, 2 & 4 = 16 bar

Nominal flow rate  Size 0 = 2000l/m, Size 1 = 2700l/m, Size 2 = 7250l/m, Size 4 = 18000l/m

Flow back  (1>2.4)    Size 0 = n/a, Size 1 = n/a, Size 2 = 2250l/m, Size 4 = n/a

Flow top  (1>2.3)   Size 0 = 1400l/m, Size 1 = 2000l/m, Size 2 = 5500l/m, Size 4 = 18000l/m

Flow front  (1>2.2)    Size 0 = n/a, Size 1 = 2700l/m, Size 2 = 2250l/m, Size 4 = N/A

Flow below (1>2.1)    Size 0 = 950l/m, Size 1 = 1800l/m, Size 2 = 2250l/m, Size 4 = 12,000l/m

Mounting type Mounting bracket, wall mounting

Weight  Size 0 = 0.090Kg, Size 1 = 0.250Kg, Size 2 = 0.300Kg, Size 4 = 0.648Kg
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DIMENSIONAL INFORMATION

TecnAirTecnAircnA ®TecnAirTecnAircnA ®

A B C D E F G H I

0 54 50 G1/4 3.5 43 G1/4 48 G1/4 G1/4

1 65.5 62 G1/4,G3/8 3.5 52 54 G1/4 G1/4

2 80.5 77 G3/8,G1/2 3.5 63 G3/8 67 G1/2 G1/4

4 109.5 100 G3/4,G1 9.5 85 N/A 93.3 G3/4 G3/4

A B C

D
E

F

G

H

I
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TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

Instrumentation

Flow
Meters

TECHNICAL DATA

PART NUMBER

DIMENSIONAL INFORMATION WIRING SPECIFICATION

Description   Volumetric Flow Meter

Medium  Compressed air, natural gasses

Fluid Temperature  0 - 50°C

Ambient temperature  0 - 50°C

Inlet pressure (max)  16 bar

Voltage  24V

Power consumption  1 - 2.5 W (DC), 3 VA (AC)

Protection class  IP 65 according to DIN 40050

Electrical connection  M12

Switching outputs  PNP / NPN

Air requirements  5:4:3 according to ISO 8573-1 (2010)

94062.0080

94062.0081

94062.0082

Type

KDDM-2

KDDM-2

KDDM-2

94062.0083KDDM-2

Part Number

0-10 V

0-10 V

4-20 mA

4-20 mA

Output Signal

200-5000 l/min

Sensors

Screen

1. 24 V DC
2. Output1
3. 0 V
4. Output 2
5 . Analogue Output

150-2000 l/min

200-5000 l/min

150-2000 l/min

Flow Data
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TecnAirTecnAirTecnAir ®TecnAirTecnAirTecnAir ®

1 Series 2 Port Size 3 Accessories

CODIFICATION KEY

K F R G

1

2 1 2

2 3

KFIL  = Filter
KCFI = Fine Filter
KFRG = Filter Regulator
KREG = Regulator
KLUB = Lubricator
KSOV = 3/2 Inline Control 
  (Electrically Operated)

KSSV = Gradual Starter
KBAM = 3/2 Ball Valve
  (Lockable)

KDIS = T Distributor
KDIS = T Distributor
KREV = Check Valve

014  = Size 0, G1/4
114 = Size 1, G1/4
138 = Size 1, G3/8
238 = Size 2, G3/8
212 = Size 2, G1/2
434 = Size 4, G3/4
41 = Size 4, G1

AM  = Fully Automatic Drain 
G  = 0 - 10 bar gauge 
  (40mm, 50mm, 63mm diameter)

H = Metal Bowl with Indicator
I = Pneumatic Operation
M = Metal Bowl
N = Electric  Level Indicator 
  (lubricator only)

S = Control Panel Nut
U = Pressure Switch
24 = 24VDC  Solenoid 
  (3/2 inline control)

115 = 115V50Hz Solenoid 
  (3/2 inline control)

240 = 240V50Hz Solenoid
  (3/2 inline control)

M
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TecnAirTecnAircnA ®TecnAirTecnAircnA ®

DRAINS & ACCESSORIES

Size 0 AM.10 C.00 M HA3
(no sight  ind) 

C.00 M AM10 L.00 M

Size 1 AM.10 BE.1 H HA BE.1 H AM10 BE.1 H LUB

Size 2 AM.10 BE.2 H HA BE.2 H AM10 BE.2 H LUB

Size 4 AM.10 BE.4 H HA BE.4 H AM10 BE.4 H LUB

Size 0 KKOP.0 KKOP.0W KBW.0-1225 KBW.0-1227

Size 1 KKOP.1 KKOP.1W KBW.1-1225 KBW.1-1227

Size 2 KKOP.2 KKOP.2W KBW.2-1225 KBW.2-1227

Size 4 KKOP.4 KKOP.4W KBW.4-1225 KBW.4-1227

Size 0 C.00-34  (M30 x 1.5) KKPS.0-54  ( G1/8)

Size 1 DM 2 DM 1 SM.1      ( M36 x 1.5)

Size 2 DM 2 DM 1 SM.2      ( M42 x 1.5)

Size 4 DM 2 DM 1

AUTOMATIC DRAIN METAL
BOWL FILTER

  METAL BOWL
LUBRICATOR

  COUPLING KIT COUPLING KIT WALL MOUNT MOUNTING BRACKET
UNIVERSAL

 MOUNTING BRACKET

   CONTROL PANEL NUT PRESSURE GAUGE
ADAPTOR

DIFFERENTIAL PRESSURE
GAUGE

GAUGE
ADAPTOR 

POLYCARBONATE BOWL
WITH DRAIN
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TecnAirTecnAircnA ®TecnAirTecnAircnA ®

DRAINS & ACCESSORIES

  Spring Pressure 
(bar)    

            Size 0             Size 1         Size 2             Size 4

0,1-1 FED.1 700 FED.2 700 FED.4 700

0,1-2 FED.1 701 FED.2 701 FED.4 701

0,2-4 C.11-78 FED.1 702 FED.2 702 FED.4 702

0,5-8 C.11-86 FED.1 703 FED.2 703 FED.4 703

0,5-10 FED.1 704 FED.2 704 FED.4 704

0,5-16 FED.1 705 FED.2 705 FED.4 705

Pressure 
( bar)

Size 0 
40mm dia. built in

Size 0
40mm dia. flush

Size 1 
50mm dia.

Size 2 
50mm dia.

Size 4 
63mm dia.

0-2,5 HZ9P400318 HZ9P500314 HZ9P500314 HZ9P630314

0-6 HZ9P400618 GC 27.6 HZ9P500614 HZ9P500614 HZ9P630614

0-10 HZ9P401018 HZ9P501014 HZ9P501014 HZ9P631014

0-12 GC 27.12

0-16 HZ9P401618 HZ9P501614 HZ9P501614 HZ9P631614

SPRING

FLUSH GAUGE       STANDARD GAUGE
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Group Head Office:

TecnAir Manufacturing Company Ltd
TecnAir Works
Saltaire Road
Shipley
West Yorkshire
BD18 3HL

Tel: +44 (0) 1274 765883
Fax: +44 (0) 1274 725111
E-mail: info@tecnair.co.uk

www.tecnair.co.uk

TecnAirTecnAirTecnAir ®

DRIVE & CONTROL TECHNOLOGY


